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NEWTON 914-RT
Non-Woven Reinforcement Tape For Newton 108 Hydrobond-LM & 109-LM
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Newton House, 17-19 Sovereign Way, Tonbridge, Kent, TN9 1RH
T: +44 (0)1732 360 095   W: www.newtonwaterproofing.co.uk   E: info@newtonwaterproofing.co.uk

Rev 1.0 - 25 November 2015 PRODUCT CODE - 914-RT

Pa
ge

 1
 o

f 1

PRODUCT OVERVIEW
Newton 914-RT is a non-woven polypropylene reinforcement tape used with Newton 108 HydroBond-LM and Newton 
109-LM liquid applied membranes and coatings to reinforce detailing around protrusions such as service pipes and over 
static construction and day joints and covered movement joints.

KEY BENEFITS
• Used with Newton 108 HydroBond-LM and Newton 

109-LM for the:

• Formation of covered movement joints

• Detailing around protrusions through the 
membrane

• Reinforcing static construction joints

TECHNICAL DATA

Features Result Units

Form Non-woven textile
Colour White
Density 100 g/m2

Packaging – Roll 100 m
Width 150 mm
Shelf life N/A
Application temperature As product used with
Service temperature As product used with

Newton Waterproofing Systems reserve the right to update product literature at any time. Please always refer to our website for the latest versions.

http://newtonwaterproofing.co.uk/product/external-waterproofing-membranes/newton-108-hydrobond-lm/
http://newtonwaterproofing.co.uk/product/liquid-membranes/newton-109-lm/
http://newtonwaterproofing.co.uk/product/liquid-membranes/newton-109-lm/
http://newtonwaterproofing.co.uk/

